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HATZ DIESEL ENGINE RANGE 

The B-Series ï Flexible solution for all areas 

The Hatz B series scores high marks in mobile and stationary operation with compact installation dimensions and in all 

applications with a power requirement up to 8 kW due to its low weight. Also in regard to robustness and lifetime, the 

series sets standards in the market. Whether on vibration plates or in the inhospitable environment of the Antarctic, the B-

series has been tried and tested a hundred thousand times in harsh surroundings. 

D-Series ï Revolutionary technology in single cylinder 

The Hatz D series is best suited for challenging tasks. It is characterized by high power and the unique design in 

particular. Thus, with 11.2 kW, the 1D90 engine is the highest performance single-cylinder diesel engine in the world. A 

compensation weight on the flywheel side crank arm as well as balance weights cast in the flywheel ensure the special 

quiet running of the D series. Optionally available counter-rotating balance shafts even ensure 100% 1st-order counter 

balance 

G-Series ï The two cylinder power package 

As our customers confirm, Hatz diesel engines are the most robust and durable in this market segment. It doesn't matter 

where they are used; whether at very low temperatures or in a tropical climate, the Hatz 2G40 carries out its job reliably. 

With regular maintenance, many thousands of hours are commonplace, using HATZ original spare parts, of course. 

M-Series ï Ready to use all the time 

The M-Series is the mainstay among industrial diesel engines. The 2, 3 and 4-cylinder engines have been successfully 

established on the market for around 30 years ï and they are still regarded as unbeatable. The robust basic drive train, 

notably the sturdiest crankshaft of all engines on the market, has remained unchanged since the market introduction. 

Thus running times of several ten thousand hours are no problem for the M-Series engines 

L-Series ï Economic, operationally safe, quiet 

Hatz L-Series óSilent Packô Industrial Diesel Engines are available in 2,3 and 4-cylinder configuration with German 

Designed, Engineered and Factory fitted Engine encapsulation reducing radiated noise emission by 90%. The capsule 

consists of sheet metal with structure-borne sound insulation that is mounted on the engine. All control and service points 

are accessible without removing any covers. Hatz óSilent Packô Engines - like all other Hatz engines ï offer extremely long 

service life is attributed to the robust design. The cooling air circulation and high operation safety enable L-Series engines 

to be operated reliably in remote areas or for applications without constant monitoring. 

H-Series 

Since beginning of 2014 a new engine family extends the Hatz product portfolio: The H-series. Starting with the 4H50TIC 

water-cooled 4-cylinder model, Hatz is relying on common-rail technology and turbocharger with the new generation. Hatz 

followed a ground-breaking downsizing approach, making the engine the most compact and lightweight in its class. The H 

series does not require a diesel particulate filter ( DPF) in order to fulfil the stringent emissions regulation Stage III B in the 

EU and EPA Tier 4 final in the US. 

CƻǊ ƳƻǊŜ ƛƴŦƻǊƳŀǝƻƴ ƻƴ ǘƘŜ IŀǘȊ ŜƴƎƛƴŜ ǊŀƴƎŜ Ǝƻ ǘƻ ƻǳǊ ǿŜō ǎƛǘŜ ƻƴ 

ǿǿǿΦŘƛŜǎƭǇŀǊǘǎΦŎƻƳΦŀǳ ƻǊ ŎƻƴǘŀŎǘ ǳǎ ƻƴ лт оспл фплл 

http://www.dieslparts.com.au/
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Diesel Engine Continuous Horsepower Rating 

Model Cyl 1500 1800 2000 2300 2600 3000 3600 

1B20 1 1.9 2.3 2.6 3.0 3.4 3.8 4.2 

1B30 1 2.9 3.7 4.2 4.8 5.2 5.7 6.1 

1B40 1 4.4 5.3 6.0 6.9 7.6 8.3 8.8 

1B50 1 4.8 5.7 6.5 7.5 8.4 9.2 9.7 

1D42Z 1 4.1 5.0 5.7 6.7 7.5 8.0 8.6 

1D50Z 1 4.5 5.6 6.4 7.3 8.3 9.1 9.2 

1D81Z 1 6.8 8.3 9.1 10.3 11.4 12.6 - 

1D90Z 1 7.9 9.2 10.5 11.7 12.8 13.9 - 

2G40 2 9.5 12.0 13.2 15.2 17.1 18.6 18.6 

2M41 2 20.1 24.8 - - - - - 

2M41Z 2 20.1 24.8 27.5 31.1 30.6 32.2 - 

3M41 3 30.6 38.1 - - - - - 

3M41Z 3 30.6 38.1 42.3 47.6 46.2 48.7 - 

4M41 4 41.6 50.6 - - - - - 

4M41Z 4 41.6 50.6 56.3 63.6 61.9 65.0 - 
 

Silent Pack Engines 

Model Cyl 1500 1800 2000 2300 2600 3000 3600 

1D42C 1 3.3 4.1 4.6 5.2 5.8 6.4 6.4 

1D81C 1 6.7 8.0 8.8 10.1 10.9 12.1 - 

2L41C 2 18.4 22.8 25.6 28.8 28.4 29.9 - 

3L41C 3 28.0 34.3 38.2 43.9 43.1 44.9 - 

4L41C 4 36.7 45.3 50.2 57.5 56.2 59.7 - 
 

ALL RATINGS ARE CONTINUOUS HP TO ISO3046-ICXN/ICFN AT STANDARD CONDITIONS DERATING APPLIES 
FOR TEMPERATURE ABOVE 25 C AND ALTITUDE ABOVE 100 METERS 
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1B20 
Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders...............................ΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦ ΧΧΧΦм 
Bore and stroke..............................................................69 x 62 mm 
Displacement..........................................................................232cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Fuel tank capacity..................................................................3 litres 
Dry weight recoil start............................................................. 38 kg 
Dry weight electric start.......................................................... 45 kg 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 2.0 1.9 

1800 2.6 2.3 

2000 2.9 2.6 

2300 3.4 3.1 

2600 3.8 3.4 

3000 4.2 3.8 

3600 4.6 4.2 

 

 

 

1B30 
Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders...............................................ΦΦΦΦΦΦΦΦΦΦΦΦΦΦ ΧΧΧΦм 
Bore and stroke..............................................................80 x 69 mm 
Displacement..........................................................................347cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Fuel tank capacity..................................................................5 litres 
Dry weight recoil start............................................................. 47 kg 
Dry weight electric start.......................................................... 50 kg 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 3.1 2.9 

1800 4.1 3.7 

2000 4.6 4.2 

2300 5.3 4.8 

2600 5.7 5.2 

3000 6.3 5.7 

3600 6.8 6.1 

 

 

 

 

 

 

 

 

 

 

Low Noise 

 

 

 

Low Maintenance 

 

 

 

Compact 

 

 

 

  

1B40 
Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders.......................................................ΦΦΦΦΦΦ ΧΧΧΦм 
Bore and stroke..............................................................88 x 76 mm 
Displacement..........................................................................462cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Fuel tank capacity................................................................. 5 litres 
Dry weight recoil start............................................................. 60 kg 
Dry weight electric start.......................................................... 63 kg 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 4.8 4.4 

1800 6.0 5.3 

2000 6.7 6.0 

2300 7.8 6.9 

2600 8.6 7.6 

3000 9.2 8.3 

3600 9.9 8.8 

 

 

 

1B50 
Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders...........................................................ΦΦ ΧΧΧΦм 
Bore and stroke..............................................................93 x 76 mm 
Displacement..........................................................................517cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Fuel tank capacity..................................................................5 litres 
Dry weight recoil start............................................................. 61 kg 
Dry weight electric start.......................................................... 64 kg 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 5.3 4.8 

1800 6.4 5.7 

2000 7.2 6.5 

2300 8.4 7.5 

2600 9.4 8.4 

3000 10.3 9.2 

3600 10.7 9.7 

 
 
 
 
 
 
 
 

 

 

 

Durable and reliable 

 

 

 

Fuel efficient 

 

 

 

Harsh Conditions 
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1B20V 
Vertical Shaft Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders...............................ΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦ ΧΧΧΦм 
Bore and stroke..............................................................69 x 65 mm 
Displacement..........................................................................243cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Fuel tank capacity..................................................................3 litres 
Dry weight recoil start............................................................. 39 kg 
Dry weight electric start.......................................................... 46 kg 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 2.0 1.9 

1800 2.6 2.3 

2000 2.9 2.6 

2300 3.4 3.0 

2600 3.8 3.4 

3000 4.2 3.8 

3600 4.6 4.2 

 

 

 

1B30V 
Vertical Shaft Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders................................................ΦΦΦΦΦΦΦΦΦΦΦΦΦΦ ΧΧΧΦ 
Bore and stroke..............................................................80 x 69 mm 
Displacement..........................................................................347cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Fuel tank capacity.................................................................5  litres 
Dry weight recoil start............................................................. 50 kg 
Dry weight electric start.......................................................... 54 kg 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 3.1 2.9 

1800 4.1 3.7 

2000 4.6 4.2 

2300 5.3 4.8 

2600 5.7 5.2 

3000 6.3 5.7 

3600 6.8 6.1 

 

 

 

 

 

 

 

 

 

 

Low Noise 

 

 

 

Low Maintenance 

 

 

 

Compact 

 

 

 

  

1B40V 
Vertical Shaft Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders.......................................................ΦΦΦΦΦΦ ΧΧΧΦм 
Bore and stroke..............................................................88 x 76 mm 
Displacement..........................................................................462cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Fuel tank capacity..................................................................5 litres 
Dry weight electric start.......................................................... 64kg 
 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 4.8 4.4 

1800 6.0 5.3 

2000 6.7 6.0 

2300 7.8 6.9 

2600 8.6 7.6 

3000 9.2 8.3 

3600 9.9 8.8 

 

 

 

1B50V 
Vertical Shaft Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders...........................................................ΦΦ ΧΧΧΦм 
Bore and stroke..............................................................93 x 76 mm 
Displacement..........................................................................517cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Fuel tank capacity..................................................................5 litres 
Dry weight recoil start............................................................. 53 kg 
Dry weight electric start.......................................................... 58 kg 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 5.3 4.8 

1800 6.4 5.7 

2000 7.2 6.5 

2300 8.4 7.5 

2600 9.4 8.4 

3000 10.3 9.2 

3600 10.7 9.7 

 
 
 
 
 
 
 

 

 

 

Durable and reliable 

 

 

 

Fuel efficient 

 

 

 

Harsh Conditions 
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1D42Z 
Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders....................................ΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦ ΧΧΧΦ 
Bore and stroke..............................................................90 x 72 mm 
Displacement..........................................................................445cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Fuel tank capacity..................................................................7 litres 
Dry weight recoil start............................................................. 80 kg 
Dry weight electric start.......................................................... 87 kg 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 4.5 4.1 

1800 5.6 5.0 

2000 6.4 5.7 

2300 7.3 6.7 

2600 8.3 7.5 

3000 9.0 8.0 

3600 9.5 8.6 

 

 

 

1D50Z 
Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders...............................................ΦΦΦΦΦΦΦΦΦΦΦΦΦΦ ΧΧΧΦм 
Bore and stroke..............................................................97 x 70 mm 
Displacement..........................................................................517cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Fuel tank capacity..................................................................7 litres 
Dry weight recoil start............................................................. 89 kg 
Dry weight electric start.......................................................... 95 kg 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 5.0 4.5 

1800 6.3 5.6 

2000 7.1 6.4 

2300 8.2 7.3 

2600 9.2 8.3 

3000 10.2 9.1 

3600 10.2 9.2 

 

 

 

 

 

 

 

 

 

 

Low Noise 

 

 

 

Low Maintenance 

 

 

 

Compact 

 

 

 

  

1D81Z 
Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders.......................................................ΦΦΦΦΦΦ ΧΧΧΦм 
Bore and stroke............................................................100 x 85 mm 
Displacement..........................................................................667cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Fuel tank capacity................................................................10 litres 
Dry weight recoil start...........................................................112 kg 
Dry weight electric start........................................................120 kg 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 7.5 6.8 

1800 9.2 8.3 

2000 10.3 9.1 

2300 11.4 10.3 

2600 12.6 11.4 

3000 13.7 12.6 

3600 13.7  

 

 

 

1D90Z 
Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders...........................................................ΦΦ ΧΧΧΦм 
Bore and stroke............................................................104 x 85 mm 
Displacement..........................................................................722cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Fuel tank capacity................................................................10 litres 
Dry weight electric start........................................................ 112 kg 
 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 8.7 7.9 

1800 10.3 9.2 

2000 11.4 10.5 

2300 12.9 11.7 

2600 14.0 12.8 

3000 15.2 13.9 

3600   

 
 
 
 
 
 
 
 

 

 

 

Durable and reliable 

 

 

 

Fuel efficient 

 

 

 

Harsh Conditions 
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1D90V 
Vertical Shaft Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders...........................................................ΦΦ ΧΧΧΦм 
Bore and stroke............................................................104 x 85 mm 
Displacement..........................................................................722cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Fuel tank capacity.................................................................5  litres 
Dry weight electric start........................................................ 115 kg 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 8.7 7.9 

1800 10.3 9.2 

2000 11.4 10.5 

2300 12.9 11.7 

2600 14.0 12.8 

3000 15.2 13.9 

3600   

 
 
 

2G40 
Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders............................................................. ΧΧΧΦн 
Bore and stroke..............................................................92 x 75 mm 
Displacement..........................................................................997cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Fuel tank capacity..................................................................7 litres 
Dry weight electric start........................................................107  kg 
Electric start with engine protection standard 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 10.1 9.5 

1800 12.6 12.0 

2000 14.3 13.2 

2300 16.3 15.2 

2600 18.2 17.1 

3000 20.0 18.6 

3600 21.2 18.6 

 

 

 

 

 

 

 

 

 

 

 

Low Noise 

 

 

 

Low Maintenance 

 

 

 

Compact 

 

 

 

  

2M41Z 
Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders...............................................ΦΦΦΦΦΦΦΦΦΦΦΦΦΦ ΧΧΧΦн 
Bore and stroke..........................................................102 x 105 mm 
Displacement........................................................................1716cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Dry weight ............................................................................285 kg 
Electric start with engine protection standard 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 22.3 20.1 

1800 27.5 24.8 

2000 30.5 27.5 

2300 34.5 31.1 

2600 34.0 30.6 

3000 35.8 32.2 

3600   

 

   

3M41Z 
Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders.......................................................ΦΦΦΦΦΦ ΧΧΧΦо 
Bore and stroke..........................................................102 x 105 mm 
Displacement........................................................................2574cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Dry weight ............................................................................338 kg 
Electric start with engine protection standard 
 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 34.0 30.6 

1800 42.3 38.1 

2000 46.9 42.3 

2300 52.9 47.6 

2600 51.4 46.2 

3000 54.1 48.7 

3600   

 

 

 

 

 

 

 

 

 

 

Durable and reliable 

 

 

 

Fuel efficient 

 

 

 

Harsh Conditions 
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4M41Z 
Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders...........................................................ΦΦ ΧΧΧΦп 
Bore and stroke..........................................................102 x 105 mm 
Displacement........................................................................3432cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Dry weight ........................................................................... 405 kg 
Electric start with engine protection standard 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 46.2 41.6 

1800 56.2 50.6 

2000 62.6 56.3 

2300 70.7 63.6 

2600 68.8 61.9 

3000 72.2 65.0 

3600   

 
 
 
 

1D42C 
SILENT PACK Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders....................................ΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦ ΧΧΧΦн 
Bore and stroke..............................................................90 x 70 mm 
Displacement..........................................................................445cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Dry weight electric start.........................................................118 kg 
Electric start with engine protection standard 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent  Net Continuous 

1500 3.7 3.3 

1800 4.5 4.1 

2000 5.0 4.6 

2300 5.7 5.2 

2600 6.4 5.8 

3000 7.1 6.4 

3600 7.1 6.4 

 

 

 

 

 

 

 

 

 

 

 

Low Noise 

 

 

 

Low Maintenance 

 

 

 

Compact 

 

 

  

 
 

1D81C 
SILENT PACK Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders..................ΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦ ΧΧΧΦм 
Bore and stroke............................................................100 x 85 mm 
Displacement..........................................................................667cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Dry weight ............................................................................138 kg 
Electric start with engine protection standard 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 7.3 6.7 

1800 8.8 8.0 

2000 9.7 8.8 

2300 11.0 10.1 

2600 12.0 10.9 

3000 13.1 12.1 

3600   

 

 

 

2L41C 
SILENT PACK Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders...................................ΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦ ΧΧΧΦн 
Bore and stroke..........................................................102 x 105 mm 
Displacement........................................................................1716cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Dry weight ............................................................................330 kg 
Electric start with engine protection standard 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 20.4 18.4 

1800 25.4 22.8 

2000 28.4 25.6 

2300 32.0 28.8 

2600 31.6 28.4 

3000 33.2 29.9 

3600   

 

 

 

 

 

 

 

 

 

 

Durable and reliable 

 

 

 

Fuel efficient 

 

 

 

Harsh Conditions 
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3L41C 
SILENT PACK Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders.............................................ΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦ ΧΧΧΦо 
Bore and stroke..........................................................102 x 105 mm 
Displacement........................................................................2574cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Dry weight ........................................................................... 393 kg 
Electric start with engine protection standard 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 31.1 28.0 

1800 38.1 34.3 

2000 42.4 38.2 

2300 48.8 43.9 

2600 47.9 43.1 

3000 50.0 44.9 

3600   

 
 
 

4L41C 
SILENT PACK Diesel Engine 
Air Cooled 
 
Specifications 
 
Number of cylinders.............................................ΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦ ΧΧΧΦо 
Bore and stroke..........................................................102 x 105 mm 
Displacement........................................................................3432cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system.................................................................Air cooled 
Dry weight ........................................................................... 466 kg 
 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 40.8 36.7 

1800 50.3 45.3 

2000 55.8 50.2 

2300 63.9 57.5 

2600 62.4 56.2 

3000 66.4 59.7 

3600   

 
 
 
 
 
 
 
 
 
 
 

 

 

Low Noise 

 

 

 

Low Maintenance 

 

 

 

Compact 

 

 

  

 

4H50TI 
 Diesel Engine 
Water-cooled 
 
Specifications 
 
Number of cylinders.............................................ΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦ ΧΧΧΦп 
Bore and stroke..............................................................84 x 88 mm 
Displacement........................................................................1952cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system............................................................water cooled 
Dry weight ........................................................................... 234 kg 
 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 55.5 45.4 

1800 67.6 55.3 

2000 75.2 61.5 

2300 83.2 66.1 

2600 84.3 67.2 

2800 84.3 67.3 

3000   

 

 

4H50TIC 
Diesel Engine 
Water Cooled 
 
Specifications 
 
Exhaust emission after treatment....................................EGR , DOC 
Number of cylinders.............................................ΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦΦ ΧΧΧΦп 
Bore and stroke..............................................................84 x 88 mm 
Displacement........................................................................1952cc 
Rotation...............................Counter-clockwise viewed on flywheel 
Cooling system............................................................Water cooled 
Dry weight ........................................................................... 255 kg 
 
Power Ratings: horsepower (hp) 

RPM Net Intermittent Net Continuous 

1500 50.4 45.4 

1800 61.5 55.3 

2000 68.4 61.5 

2300 73.4 66.1 

2600 74.6 67.2 

2800 74.8 67.3 

3000   

 
 
 
 
 
 
 

 

 

 

 

Durable and reliable 

 

 

 

Fuel efficient 

 

 

 

Harsh Conditions 


